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] Model KAS-AR01L-41/42/43
4 Input Voltage AC100-240V
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#The light source adopts Orsam high brightness and high color COB light source, no UV, infrared,
thermal radiation and mercury.

@ High color rendering index, showed the most intuitive, clear, and color temperature. | 3‘,:3:@&.:3.:;
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€ Quick reaction, no flash, a little dizzy, reaching to full luminous output constantly after turn on. AVERAGE BEAM ANGLE(50%):12.5 DEG i

Specifications

Total Power CCT o Luminous

Model (t10%) | LEDBrand (£10%) Beam Angle Color CRI (£5%) (£10%)
KAS-AR01L-41 12w SHARP COB | 2700K-5000K 10° iron gray Ra>80 665-765Im
KAS-AR01L-42 15w SHARP COB 2700K-5000K 10° iron gray Ra>80 815-945Im

KAS-ARO1L-41/42/43 KAS-AR01L-01/02/03 KAS-AR01L-31 KAS-ARO1L-21
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COB LED AR111

Model KAS-AR01L-01/02/03
Input Voltage AC100-240V
LED Source Orsam CQAR
Operating Temperature  -20°C~+45C

Installation Flushbonading
Driver Extraposition
Weight 2209+ 10%
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Specifications

Total Power CCT o Luminous

Model (£10%) LED Brand (£10%) Beam Angle Color CRI (£5%) (£10%)

KAS-AR01L-01 12w Orsam CQAR | 2700K-5000K 20°/25° iron gray Ra>80 600-650Im
KAS-AR01L-02 15W Orsam CQAR | 2700K-5000K 20°/25° iron gray Ra>80 700-750Im
KAS-AR01L-03 18W Orsam CQAR | 2700K-5000K 25°/30° iron gray Ra>80 900-1100Im
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Model KAS-AR01L-31
Input Voltage AC100-240V
LED Source Orsam CQDP
Operating Temperature  _20°C~+45°C

Installation Flushbonading
Driver Extraposition
Weight 235g + 10%
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Specifications
Model ng%z%")"er LED Brand (,ﬁg% Beam Angle Color UL LTEI;Z;‘S
KAS-ARO1L-31 12W Orsam CQDP | 2700K-5000K 20°/25° iron gray Ra>80 600-650Im
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COB LED AR111

Model KAS-ARO01L-21
Input Voltage AC100-240V
LED Source Orsam CQDP
Operating Temperature  -20°C~+45C

Installation Flushbonading
Driver Extraposition
Weight 2409+ 10%
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Specifications
Total Power CCT Luminous
Model (£10%) LED Brand (£10%) Beam Angle Color CRI (£5%) (£10%)
KAS-ARO1L-21 12w Orsam CQDP 2700K-5000K 20°/25° iron gray Ra>80 600-650Im
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COB LED PAR30

Model KAS-PAR30L-01
Input Voltage AC100-240V
LED Source Orsam CQDP
Operating Temperature  -20°C~+45C
Installation Flushbonading
Driver Extraposition
Weight 240g+10%
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Specifications
Model T°::'1§§:)"" LED Brand (tﬁgoT/‘,) Beam Angle Color CRI (£5%) '-'(‘i“:'orj,z;ls
KAS-PA30L-01 12w Orsam CQDP | 2700K-5000K 20°/25° iron gray Ra>80 600-650Im
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Product Features

€ The light source adopts Sharp COB and Samsung SMD source, infrared, thermal radiation and mercury.
# Strong directionality, easy control and increase efficiency of lighting system effectively.

# |t is graceful, delicate, beautiful, simple and reliable structure, close to customer needs and feelings, with more
scientific and technological elements and humanized design.

COB LED MR16 Module
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Specifications
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Flux oat:332.7 1n

Model KAS-MR16R-02/03
Input Voltage AC100-240V

LED Source SHARP COB
Operating Temperature  _20°C~+45°C

Installation Flushbonading
Driver Extraposition
Weight 180g + 10%

g

indoor

& |C€

15°/30°

)
20

6.562rc | 26.31,40.200c

m | 1saTLE

2 [ 283.2,432.71x

s.eaare | 11.69,17.8780

= [ 125.9,192.5x

4.210, 6.
45.31,69.25:

m [ 70.80,106.20

s.d31tc

Batghe. Bavg, Enax

Nota:The Curve:
illuninatien when

anglers2.azas
s indicate the illuminated ases and the average
the luminairs iz at differsnt disance.

RoHS

Py

249

Total Power CCT Luminous

Model (t10%) | LEDBrand (£10%) Beam Angle Color CRI (£5%) (£10%)
KAS-MR16R-02 8w SHARPCOB | 2700K-4000K 15°/30° white+ iron gray Ra>80 400-500Im
KAS-MR16R-03 10w SHARP COB 2700K-4000K 15°/30° white+ iron gray Ra>80 520-620Im

KAS-MR16L-02/03

KAS-MR16D-02/03

KAS-MR16R-02/03
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SMD LED MR16 Module COB LED MR16 Module M ©

Model KAS-MR16D-02/03 Model KAS-MR16L-02/03
Input Voltage AC100-240V Input Voltage AC100-240V

LED Source Samsung 3623 LED Source SHARP COB
Operating Temperature  -20C~+45°C Operating Temperature _20°C~+45C
Installation Flushbonading Installation Flushbonading

Driver Extraposition Driver Extraposition

Weight 180g + 10% Weight 180g = 10%
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Specifications Specifications
Total Power CCT o Luminous Total Power CCT o Luminous
Model (£10%) LED Brand (£10%) Beam Angle Color CRI (£5%) (£10%) Model (£10%) LED Brand (£10%) Beam Angle Color CRI (£5%) (£10%)
KAS-MR16D-02 8W Samsung 3623 |  2700K-4000K 80° white+ iron gray Ra>80 440-540Im KAS-MR16L-02 8W SHARP COB 2700K-4000K 30°/50° white+ iron gray Ra>80 400-500Im
KAS-MR16D-03 10w Samsung 3623 |  2700K-4000K 80° white+ iron gray Ra>80 620-640Im KAS-MR16L-03 10W SHARP COB 2700K-4000K 30°/50° white+ iron gray Ra>80 500-600Im
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